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Environmental Protection Agency § 1048.625 

(3) The engine must be in an engine 
family that has a valid certificate of 
conformity showing that it meets 
emission standards for Class II engines 
under 40 CFR part 90 or 1054 for the ap-
propriate model year. 

(b) The only requirements or prohibi-
tions from this part that apply to an 
engine that meets the criteria in para-
graph (a) of this section are in this sec-
tion. 

(c) If your engines do not meet the 
criteria listed in paragraph (a) of this 
section, they will be subject to the pro-
visions of this part. Introducing these 
engines into commerce without a valid 
exemption or certificate of conformity 
violates the prohibitions in 40 CFR 
1068.101. 

(d) Engines exempted under this sec-
tion are subject to all the requirements 
affecting engines under 40 CFR part 90 
or 1054. The requirements and restric-
tions of 40 CFR part 90 or 1054 apply to 
anyone manufacturing these engines, 
anyone manufacturing equipment that 
uses these engines, and all other per-
sons in the same manner as if these en-
gines had a total maximum engine 
power at or below 19 kW. 

[73 FR 59242, Oct. 8, 2008] 

§ 1048.620 What are the provisions for 
exempting large engines fueled by 
natural gas or liquefied petroleum 
gas? 

(a) If an engine meets all the fol-
lowing criteria, it is exempt from the 
requirements of this part: 

(1) The engine must operate solely on 
natural gas or liquefied petroleum gas. 

(2) The engine must have maximum 
engine power at or above 250 kW. 

(3) The engine must be in an engine 
family that has a valid certificate of 
conformity showing that it meets 
emission standards for engines of that 
power rating under 40 CFR part 89 or 
1039. 

(b) The only requirements or prohibi-
tions from this part that apply to an 
engine that is exempt under this sec-
tion are in this section. 

(c) If your engines do not meet the 
criteria listed in paragraph (a) of this 
section, they will be subject to the pro-
visions of this part. Introducing these 
engines into commerce without a valid 
exemption or certificate of conformity 

violates the prohibitions in 40 CFR 
1068.101. 

(d) Engines exempted under this sec-
tion are subject to all the requirements 
affecting engines under 40 CFR part 89 
or 1039. The requirements and restric-
tions of 40 CFR part 89 or 1039 apply to 
anyone manufacturing these engines, 
anyone manufacturing equipment that 
uses these engines, and all other per-
sons in the same manner as if these 
were nonroad diesel engines. 

(e) You may request an exemption 
under this section by submitting an ap-
plication for certification for the en-
gines under 40 CFR part 89 or 1039. 

[70 FR 40481, July 13, 2005] 

§ 1048.625 What special provisions 
apply to engines using noncommer-
cial fuels? 

In § 1048.115(e), we generally require 
that engines meet emission standards 
for any adjustment within the full 
range of any adjustable parameters. 
For engines that use noncommercial 
fuels significantly different than the 
specified test fuel of the same type, 
you may ask to use the parameter-ad-
justment provisions of this section in-
stead of those in § 1048.115(e). Engines 
certified under this section must be in 
a separate engine family. 

(a) If we approve your request, the 
following provisions apply: 

(1) You must certify the engine using 
the test fuel specified in § 1048.501. 

(2) You may produce the engine with-
out limits or stops that keep the en-
gine adjusted within the certified 
range. 

(3) You must specify in-use adjust-
ments different than the adjustable 
settings appropriate for the specified 
test fuel, consistent with the provi-
sions of paragraph (b)(1) of this section. 

(b) To produce engines under this sec-
tion, you must do the following: 

(1) Specify in-use adjustments needed 
so the engine’s level of emission con-
trol for each regulated pollutant is 
equivalent to that from the certified 
configuration. 

(2) Add the following information to 
the emission control information label 
specified in § 1048.135: 

(i) Include instructions describing 
how to adjust the engine to operate in 
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